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Dear Valued Customer, 
 

At Elegant Wood Products, Inc. we pride ourselves in offering the finest 
renewable species, durably constructed, flawlessly finished, and precisely 
hung to create our magnificent entrance systems.  Because all doors are con-
structed in a single factory, from raw timber to finished product, quality and 
consistency is guaranteed.  Our one million square foot, state-of-the art, fac-
ǘƻǊȅ ƛƴ /ƘƛƴŀΩǎ DǳŀƴƎŘƻƴƎ tǊƻǾƛƴŎŜΣ Ƙŀǎ ōŜŜƴ ŎǊŀŦǘƛƴƎ ŦǳǊƴƛǘǳǊŜΣ ŘƻƻǊǎΣ ŦƭƻƻǊπ
ing, cabinets, windows and outdoor furniture for over 15 years.  We have 
gone through great lengths to perfect each step of the manufacturing process, 
from kiln drying to pre-finishing.   

 
 
 
 
 
 
 
 
EWPdoor.com is also committed to the protection of the environ-

ment.  All our doors are constructed in strict compliance with all foreign gov-
ŜǊƴƳŜƴǘ ǊŜƎǳƭŀǘƛƻƴǎΣ ŀƴŘ ǿŜ ŘƻƴΩǘ ǳǎŜ ŀƴȅ ǿƻƻŘ ǎǇŜŎƛŜǎ ǘƘŀǘ Ŏŀƴ ōŜ ŦƻǳƴŘ 
on the endangered species list.  For even more stringent standards, we are 
certified with the Forrest Stewardship Council (FSC), which insures all wood 
used is managed and renewed.  

Our staff is well trained and very knowledgeable in all aspects of the 
wood door industry.  We are here to help with any questions or provide any 
information you require.  We believe our reputation is based on each door we 
ǎŜƭƭ ŀƴŘ Ƙƻǿ ǿŜ ǘǊŜŀǘ ŜŀŎƘ ŎǳǎǘƻƳŜǊΦ  ¢ƘŀǘΩǎ ǿƘȅ ƻǳǊ Ǝƻŀƭ ƛǎ ǘƻ ƻŦŦŜǊ ǘƘŜ ƘƛƎƘπ
est quality door systems, with exceptional service, all for the best price.   

Our doors are stocked in our Southern California warehouse and can 
ship out in as little as 2 business days.  We know how important it is to get 
your order correct, on-ǘƛƳŜ ŀƴŘ ŦǊŜŜ ŦǊƻƳ ǎƘƛǇǇƛƴƎ ŘŀƳŀƎŜΣ ǘƘŀǘΩǎ ǿƘȅ ǿŜ 
ship out each order insured in our heavy duty packaging with only the most 
reliable freight carriers.   

We appreciate your interest in our beautiful wood entries, and look 
forward to providing you with the outstanding service and quality products 
you deserve. 
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 At the core of each of our eco-friendly entrance system is quality construction. We 
have combined state-of-the-art construction methods with time proven techniques.  We se-
lected the best features from industry leaders and combined them to create a superior quality 
unit that not only looks beautiful, but is engineered for life. 
 

Engineered Split Proof Panels 
 hǳǊ ǇŀƴŜƭǎ ŀǊŜ ŎƻƴǎǘǊǳŎǘŜŘ ǿƛǘƘ ŀ ѻέ ǎƘŜŜǘ ƻŦ I5C ōŜǘǿŜŜƴ ǘǿƻ ҁέ ǘƘƛŎƪ ǎƻƭƛŘ ǇƛŜŎŜǎ ƻŦ ǘƘŜ ŘŜǎƛǊŜŘ 
wood. HDF adds rigidity to minimize checking or splitting while still remaining flexible 
enough to stop expansion and contraction with changing weather conditions. We also 
pre-stain our panels prior to construction to prevent any raw wood sightlines to de-
velop over time with changing weather conditions. 

Engineered Stiles and Rails 
 All of the pieces used to build our stiles and rails are hand selected and ar-
ranged to maximize strength.  We begin by arranging small pieces of the selected 
wood (mahogany, cherry, ash, oak or teak) into a butcher-block configuration with 
alternating grain directions. This not only gives it strength, but prevents warping and 
bowing over time.  The butcher-ōƭƻŎƪ ŀǎǎŜƳōƭȅ ƛǎ ǘƘŜƴ ƭŀƳƛƴŀǘŜŘ ōŜǘǿŜŜƴ ǘǿƻ ѻέ 
sheets of the same wood. This outer layer provides a consistent seamless surface that 
is thick enough to sand, repair, or refinish several times, unlike cheap veneers which 
can de-ƭŀƳƛƴŀǘŜ ŀƴŘ ŎŀƴΩǘ ōŜ ǊŜŦƛƴƛǎƘŜŘΦ 

Doweled Construction 
 The stiles and rails are then assembled around the pre-stained split proof 
panels. This process involves joining the stiles and rails with a series of slots and dow-
ŜƭǎΦ ¢ƘŜ ǇŀƴŜƭǎ ŀǊŜ ƭŜŦǘ ŦƭƻŀǘƛƴƎ ǎƻ ǘƘŜȅ ǿƻƴΩǘ ǎǇƭƛǘ ƻǊ ŎǊŀŎƪ ǿƛǘƘ ŎƘŀƴƎƛƴƎ ŜƴǾƛǊƻƴπ
mental conditions. 

Raised Moulding Both Sides 
After all of the components are assembled, raised molding is applied to both sides. The door is then sent to our 
state-of-the-art finish facility for its final step before packaging. 
 

PRE-HUNG SPECS AND SWING 
 

 All of our entry units are factory pre-hung and pre-finished saving you time and money.  Each door is 
then assembled in our standard 5-мκпέ ǎƻƭƛŘ ǿƻƻŘ ƧŀƳōǎ ǿƛǘƘ ƎŜƴǳƛƴŜ v-Lon© weather stripping.  We use alumi-
ƴǳƳ ŀŘƧǳǎǘŀōƭŜ ǎƛƭƭǎΣ пέ ōŀƭƭ ōŜŀǊƛƴƎ ƘƛƴƎŜǎ ŀƴŘ ƘŜŀǾȅ Řǳǘȅ ŘƻƻǊ ǎǿŜŜǇǎ ŦƻǊ ǇǊƻǇŜǊ Ŧƛǘ ŀƴŘ ŜƴŜǊƎȅ ŜŦŦƛŎƛŜƴŎȅΦ  

 All of our entry door systems are kiln dried, milled, constructed, finished and then pre-hung in our state-
of-the-art manufacturing facility; this allows us to ensure a proper seal, precise fitting, and consistent quality.  All 
of our standard entry door units are in-swing; out-swing may be ordered for an additional fee and may require a 
longer processing time. To determine whether you require a right-hang swing or a left-hand swing please refer-
ence the diagram below.  
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